
Product Infomation
Construction:              Polyester PET
Main Application: 

Adhesive:  
Finishes:  

Protects against abrasion, moisture & Constant surface
contact. 
Thermal Activated Adhesive
Gloss & Matt

ALC LAMINATING POUCHES

Standard Stock Sizes 

THERMAL LAMINATING 
FILM

For more Information  
Please contact ALC Team on +61 3 9312 7400 or email us at: sales@alclaminating.com 

PLEASE NOTE – All information, recommendations and suggestions contained herein, without limitation, stated values (collectively the “information”) shall be used 
only as a guide by Purchaser and not for specification or any other purpose. The information does not constitute a warranty or guaranty of any type whatsoever. 
Purchaser should independently determine the suitability of all material purchased and must confirm adaptability and other characteristics by conducting its own 
tests. The seller shall have no liability as a result of any loss, expense, damage, cost or other injury which results from Purchaser’s reliance on the information.

* Outdoor life will vary depending on installaion technique, location and relative position to the sun.

For additional infomation 
on this product please use 

the above QR Code.
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ALC Standard stock sizes are from A6 (111mm x 154mm) through to A2 (426mm x 604mm). 

ALC also stock a range of business card sizes from 54mm x 86mm through to 110mm x 160mm. 
Slotted pouches are also available.

This is premium thermal film pouch. High gloss and dull matt finishes available. Easy to 
separate when webbing the paper into the pouch, high quality PET film lasts longer than 
others in the market. 50mic of PET (Standard 80mic Pouches) meaning the pouch is more 
ridged and easier to handle also has a higher “snap” feel.
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