ALC
EDULAM 1050

HOT ROLL LAMINATOR

Technical Specifications

Product Code & Model Name:
+  Edulam 1050 - Hot Roll Laminator

Max. Working Temperature:
. Upto140°C

Laminating Speed:
. Variable speed (up to 1.6m per min)

Heating Method:
. Inside infrared heating

Maximum Laminating Width:
- 1050mm

Rollers:

* 2 Heating silicone rollers (® 55mm)
+ 2Cold silicone rollers (® 45mm)

Core Size of Mandrel:

« 58mm
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Electrical Equipment Safety System

Optional Extras

- Mobile Stand
(with lockable
casters)

Edulam 1050
Hot Roll Laminator

The Edulam 1050 Hot Roll Laminator is a compact,
high-performance laminator designed for professional
results with minimal effort. Featuring adjustable heat,
speed, and tension controls, it offers complete
versatility to handle a wide range of laminates and
media types with precision. Its preset roller pressure
system eliminates guesswork, ensuring consistent
quality every time. A clear LED display provides easy
readability of settings, while the safety guard with a
built-in micro switch ensures user protection during
operation.

Key Features:
- Hot roller technology
- Speed and temperature control
« Tension control on film mandrel
- Anti-jam reverse switch
- Attached safety shield
- Over heat protection
+ Auto shut-off Function
+ Compact design
- Standard 15 amp, 3-pin earthed power plug
« 2700w power consumption
« RCM Certified

12 months parts & structural warranty*

*Covers any ‘Part Only’ deemed defective as a result of faulty workmanship and/or the manufacturing process.
Note: - Does not cover any damage or defect resulting from misuse, user error, fair wear and tear or labour. Please contact ALC directly for additional information
These images are for illustration purposes only please contact your nearest dealer for further assistance.




